
PRODUCTION Bsp (G)   bRITISH STANDARD PIPE (GAz CyLINDRICAL)
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CONDITIONS DE COUPE CUTTING CONDITIONS SCHNITTbEDINGUNGEN CONDICIONES DE CORTE

appLICaTIONS / aNWeNDUNgeN

GAs 1/8 28 8,8 90 12 7 5,5 5-10 •
GAs 1/4 19 11,8 100 16 11 9 8-13 •
GAs 3/8 19 15,25 100 18 12 9 12-17 •
GAs 1/2 14 19 125 20 16 12 15-21 •

GAs 3/4 14 24,5 140 22 20 16 21-27 •
GAs 1" 11 30,75 160 25 25 20 26-34 •
GAs 1"1/4 11 39,5 170 32 32 24 33-42 •
GAs 1"1/2 11 45,25 190 32 36 29 40-49 •

Ø
Ø 

mm
L l

 DiN  
5156

Tube Ø
Ø 

mm
L l DiN  

5156
Tube

9 63305 1 HSS
E

DiN
5156

BSP
(G)

Form
C

35° 8 05220 1

  Vc = 18 m/min   Vc = 7 m/min   Vc = 7 m/min   Vc = 18 m/min   Vc = 18/25 m/min   Vc = 18 m/min   Vc = 5 m/min   Vc = 4 m/min
TiN, TiCN... = Vc + 20 > 50 %




